WACKER
NEUSON
all it Takes!

WL750

Wheel loaders

The ideal entry-level model

These features characterize the WL750 wheel loader: Comfort
cab with excellent ergonomics and all-round visibility,
electronically controlled travel drive with various travel modes,
robust loader arm with the best view of the attachment, wide
range of options and a modern machine design. The transversely
installed motor and the optimized arrangement of components
ensure very good maintenance accessibility. The WL750 is the
ideal entry-level model in the wheel loader class with 0,75 m3
bucket volume. It combines power, reliable hydraulics and
compact dimensions with sophisticated technology and a
convincing price-performance ratio.

Highlights

m Electronically regulated drive system

m Comfortable Cab

® Transversely mounted motor for optimum service accessibility
® Robust central joint with optimized hose routing

m Service access front end

The illustrations, equipment and data shown may deviate from the current delivery program of your country. Optional equipment subject to additional charge may be shown. Subject to changes.
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Dimensions

The illustrations, equipment and data shown may deviate from the current delivery program of your country. Optional equipment subject to additional charge may be shown. Subject to changes.
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Total length

Total length without bucket

Bucket pivot point (to center of axle)

Wheel base
Rear overhang
Height with cab

Height with lowered operator's canopy

Height with operator's canopy raised

Seat height
Total working height

Bucket pivot point (max. lift height)

Load-over height
Dumping height

Reach (at M)

Digging depth

Total width

Track width

Ground clearance
Maximum radius

Radius on the outer edge
Inner radius

Articulation angle
Rollback angle at max. lift height
Dumping angle

Rollback angle on ground
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5,420 mm
4,610 mm

910 mm
2,150 mm
1,435 mm
2,415 mm
2,335 mm

2,415 mm
1,390 mm

3,865 mm
3,040 mm
2,780 mm
2,230 mm
540 mm
115 mm
1,465 mm
1,170 mm
335 mm
4,165 mm
3,850 mm
2,240 mm
40°

45°

42°

46 °
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